
118

O
R

N
A

M
E

N
TA

L

O
R

N
A

M
E

N
TA

L

Capital OpticsLens Wattage Source Voltage Finish Options
70
(70)

100
(100)

150
(150)

200
(200)

250
(250)

 PS HPS

 PS HPS

 PS HPS

 PS

 PS HPS
 (P) (S)

120
(1)

208
(2)

240
(3)

277
(4)

480
(5)

347
(8)

M-Tap
*Multi-Tap 

ballast wired at 
277 V unless 

specified. 
(6)

N2L

N2F

N2S

PS - Pulse Start Metal 
Halide
HPS - High Pressure 
Sodium

Bronze
(BZ)

Black
(BK)

White
(WH)

Forest
Green
(FG)

Grey
(GY)

Silver
Metallic

(SL)

Verdigris
(VG)

Weathered
Brown
(WB)

Custom
Color
(CC)

Finials

Photocell & Receptacle
*Specify voltage

(PC120)    (PC208)
(PC240)    (PC277)

(PC480)

Photo Receptacle
*With shorting cap

(PER)

Filigree Band with Cage
(FBC)

Internal Light Shield
(ILS)

*Not available with NR optic

Globe Hanger
(GH)

Glass Refractor
Type III (GR3)

Type V (GR5)

Stacked Louver
Type III (SLR3)

Type V (SLR5)

No Reflector (NR)

No. 1
(FIN1)

No. 2
(FIN2)

No. 3
(FIN3)

No. 4
(FIN4)

*

*Finials are painted black with standard
acorn lenses. They are painted to match 
fixture with Hard Top option.

Leaf

Fluted

Smooth

Textured Lens
Textured Acrylic

(L1TA)

Textured Acrylic
(L2TA)

Textured Poly
(L1TP)

Textured Poly
(L2TP)

Mounting
Post Top

*Slips over 
3”ØD tenon × 

4½” tall
(PT)

The New Orleans II HID series combines elegant tradition with ease-of-
maintenance, for years of trouble-free operation. Superior optics, along with 
highly efficient HID light sources enable the use of fewer fixtures at less 
wattages, and wider pole spacings to illuminate with excellent uniformity.  

Choose the classic textured lens. Each can be matched with one of three 
capitals (leaf, fluted or smooth) to enhance any local architecture and 
environment. Light distributions include Types III and V.

All models come with a removable, tool-less, twist-lock lens; providing rapid 
access to the ballast assembly, which can then be removed without the 
use of tools. A twist-lock photo receptacle is located on a tool-less access 
door which is an integral part of the New Orleans II capital.

The New Orleans II HID series is constructed of cast aluminum and features 
a high quality, long-lasting, durable powder coat finish in a variety of colors. 
The textured lens can be ordered in acrylic or high-strength polycarbonate. 
An optional decorative filigree band and cage can be ordered. A choice of 
four different finials rounds out the New Orleans II design. The New Orleans 
II compliments any street, retail or pathway project. A wide selection of 
decorative mounting arms and poles are available to complete the systems' 
overall design.

The New Orleans II series is an ideal choice for street and municipal 
lighting projects; as well as for pedestrian applications; such as parks, and 
city and urban centers. 

Fixture A B C Max. Watts Lbs

N2/L2TA 15⅝" 22⅞" 16⅜" 250 W 40

Shown w/ Fin 1

New Orleans II - TL  HID

Textured
Acrylic

C

B

A

Project Name: Catalog Number: Type
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Housing
• The New Orleans II HID series features a cast aluminum capital 
available in smooth, fluted or leaf pattern; with an optional internal 
twist-lock photocell receptacle accessible through an attached, 
windowed door. All external hardware is stainless steel. 

Lens Assembly
• Fully gasketed with a form-fitting, premium extruded silicone 
gasket for complete weather and insect protection.

Optical System
Available in Type III and Type V cutoff IES patterns.
• Traditional styles offered a choice of:
	 • Textured lens with Type III or V glass refractors or 		
	    stacked louvers

Quali-Guard® Finish
• Aluminum fixture components are chemically pre-treated through a 
multiple-stage washer, and finished with an electrostatically-applied, 
thermoset polyester powder coat textured paint with a minimum of 
3 to 5 millimeters thickness. Finish is oven-baked at a temperature 
of 400 ºF to promote maximum adherence and finish hardness. All 
finishes are available in standard and custom colors.
• Finish is guaranteed for two (2) years.

Mounting
• The New Orleans II series is a post-top fixture that mounts over 
a 3-inch tenon, with a wide selection of decorative and custom 
mounting arms for both pole and wall mount applications (see 
Mounting Arms section of catalog).

Electrical Assembly
• All ballasts are premium-grade HPF autotransformers, available 
in High Pressure Sodium and Pulse Start Metal Halide. Ballast is 
capable of providing consistent lamp starting down to -20 ºF. Ballast 
assembly is easily removable without the use of tools.
• Socket is a glazed porcelain medium base with nickel-plated 
contacts, rated at 4 kV and 600 V.
• A wide selection of light sources from 70 to 250 watts are offered; 
including High Pressure Sodium or Pulse Start Metal Halide lamps 
for superior efficiency and lumen maintenance.

Options
• Finials
• Photocell receptacle
• Filigree band with cage
• Globe hanger
• Internal light shield.

Listings
• New Orleans II HID is UL listed, suitable for wet locations.
• Powder Coated ToughTM  .

EPA Data

Fixture EPA

N2L / N2F / N2S 2.4

New Orleans II - TL  HID

L2TA

L1TA

N2L

N2L

N2F

N2F

N2S

N2S
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